
Dimensional outline drawing

TrinityWell can meet more various customers’ needs with higher performance and more flexible components, such as a function 

Note: This drawing is subject to change without notice.

Omiya-ku,Saitama City,Saitama Prefecture 330-0845, JAPAN

to check a difference between digital data after RIP and proof sheet and a function to apply partial setting of inspection level and size. 

Required machine specification

General specification

Meandering
Line running accuracy

Less than ±3.0mm (Less than ±0.3 per 1m)

Flapping Less than ±1.0mm for Roll-to-roll inspection     Less than ±0.2mm for On-roll inspection

Less than ±0.5mm (Within ±0.5 for applied repeat length)

Center basis

Repeat length deviation of inspected material

Operator  side   Wire enters from the side.

Reference position of inspected material

Wire entrance

Power source
Single phase AC100-240±10%  50/60Hz 
Please prepare primary power source and input protection breaker on your side.
The ground shall be under 100�. 

Power consumption 600VA (Main unit) 1 KVA of supply capability  is required in consideration of transient property.

Air purge 

Ambient temperature 5-40℃ (10-40℃ depending on conditions.) 

Operating humidity 20-80% (No condensation is allowed.)

Ambient gas (Causticity, inflammability) None

None

None

Powder dust

Static Please remove static when it builds up frequently.

Please prepare power source for PC unit separately.

Web Inspection System
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Amazing user-friendliness
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Optic axis

LED lighting unit

Main unit

Free roll

Inspection
point

Whole inspection width 1300

Weight
Main unit: Approx. 26.7kg
LED lighting unit: Approx. 3.6kg 
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Model

Inspection material

Whole inspection width

Inspection width

Type of defect

Inspection mode

System component

Web Inspection System

Main unit (Inspection software)

Signal tower

LED lighting  unit
(Transparent & reflecting)

■ System components (Reference)

Encoder unit

Touch Panel Monitor + PC unit

XLC402B(1300)

Film, Paper (Aluminum is discussed separately.)

1300mm

Min. 120-Max.1280mm

■Option

Trinity Gallery

Pitat!ⅠⅡ System 

Defect image filing software for traceability

Efficient inspection workflow for online and off-line

Industry’s first!
Controller-less unit!
No controller or lighting power source in Crossover! 
No space is needed to install the system.
Touch Panel Monitor can be set up on the machine 
side , which makes it possible to ensure flow line 
for better work efficiency.

Amazing user-friendliness!

3-touch operation [Auto-setting ⇒OK ⇒Start inspection]
helps you start inspection instantly.  Simple display
reduces operator’s burden of complicated operation
and helps operator’s to concentrate only on printing
work. 

Industry’s fastest automatic setting!

High speed auto-setting can minimize loss of product 
when setting new product. Process from auto-setting
to start inspection completes within 10 m (at line speed 
200m/min). This can contribute on cutting cost & waste 
in higher mix & lower volume production.  

Newly developed special detection 
circuit and powerful image stabilizer
Powered by newly developed detection circuits
targetting specific defects on gravure printing.
[Meandering correction], [Picture synchronization],
[Whole area W matching] are able to achieve high 
detecting ability & accurate detection performance. 

Dirt (Insect) Streak String

Charactor Hazing Others(missing ink)

■�Defect�examples

*1 Other speed is available. Please contact us for the detail.

Crossover XLC402B(1350/1600/1800/2000/2300), Narrow Web Inspection System 
Crossover XLC401B(650) have been added to our product line as a special specification.

●Suitable for slitted narrow web inspection!
     Crossover’s simple operation helps to reduce setup time for high mix & lower 
     volume products.

●Compact & light-weight!   Controller-less unit
    Easy to set up onto gravure/offset web/ flexo web printing machine or slitter/ rewinder 
    in the post process.  

Dirt (Insect) Streak String

Charactor Hazing Others(missing ink)

■Specification (Standard type)

KYOTO JAPAN

*1

Inspection repeat 
length (tpy)

Camera type

Inspection speed (tpy)

Camera resolution

4096 pixel 70MHz full color digital line sensor (2 cameras)
300m/min          400m/min       500m/min       600m/min

0.06mm            0.08mm             0.10mm            0.12mm
Min. 375mm    Min.   500mm  Min.   625mm  Min.   750mm
Max.1250mm  Max.1600mm  Max.2000mm  Max.2500mm
Foreign material, Streak, String, Character, Hazing, Others

Full color inspection       Fix mode / Study mode
1 set each of main unit, Inspection software,  Touch panel monitor, 

PC�unit, Encoder unit, LED lighting unit (2x ref, 1x tra), 

Signal tower, and Cables (Option: Labeler, Monitor arm) 

2 2 2 2

More user-friendly & reasonable! High performance 
Print Inspection System

Web Inspection SystemWeb Inspection System



More user-friendly & reasonable! High performance Print Inspection System

Model

Inspection material

Whole inspection width

Inspection width

Type of defect

Inspection mode

System component

XLC402B(1300)

Film, Paper (Aluminum is discussed separately.)

1300mm

Min. 120-Max.1280mm

■ Option

Trinity Gallery

Pitat!ⅠⅡ System 

Defect image filing software for traceability

Efficient inspection workflow for online and off-line

■� Defect examples

*1 Other speed is available. Please contact us for the detail.

Crossover XLC402B(1350/1600/1800/2000/2300), Narrow Web Inspection System 
Crossover XLC401B(650) have been added to our product line as a special specification.

●  Suitable for slitted narrow web inspection!

     

Crossover’s simple operation helps to reduce setup time for high mix & lower volume products.

●  Compact & light-weight! Controller-less unit
     Easy to set up onto gravure/offset web/ flexo web printing machine or slitter/ rewinder in the post process.  

Dirt (Insect) Streak String

Charactor 

■ Specification (Standard type)

Inspection repeat 
length (tpy)

Camera type

Inspection speed (tpy)*1

Camera resolution

4096 pixel 70MHz full color digital line sensor (2 cameras)

     300m/min              400m/min              500m/min           600m/min

2 2 2 2
     0.06mm                 0.08mm                  0.10mm               0.12mm

    Min. 375mm          Min. 500mm          Min. 625mm        Min. 750mm

    Max.1250mm        Max.1600mm        Max.2000mm      Max.2500mm

Foreign material, Streak, String, Character, Hazing, Others

Full color inspection       Fix mode / Study mode

1 set each of main unit, Inspection software,  Touch panel monitor, 
PC unit, Encoder unit, LED lighting unit (2x ref, 1x tra), 
Signal tower, and Cables (Option: Labeler, Monitor arm) 

Hazing Others(missing ink)

Web Inspection System

KYOTO JAPANCrossover
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HEAD OFFICE : 
1-5, Oyanagi-cho, Kamitoba, Minami-ku, Kyoto 601-8128, JAPAN  
Tel.: +81--75-671-0683  Fax: +81-75-671-5049
E-mail: info@dac-eng.co.jp
http://www.dac-eng.co.jp/english/

Packone Solutions LLP

B-3, Devashree Park, Opp.Sandoz Baug PO, 

Kolshet road, Thane West, Maharashtra – 400 607 India

Email: sales@packone.in • Mobile: +91 9820309141

Web: www.packone.in


